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ANX42 SYY apre una nuova Era grazie alla tecnologia LFV
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MASSIMA EFFICIENZA

Riduzione tempi fermo macchina grazie alla
tecnologia Low Frequency Vibration per un
totale controllo truciolo anche per fori di
piccole dimensioni e materiali malleabili.

ESTREMA VELOCITA'

Estremamente veloce grazie alle guide
lineari, entrambe le torrette dotate di asse Y
con 12 stazioni motorizzabili. Torrette con 3
utensili a contatto, grazie al contromandrino
dotato di asse x che permette di sovrapporsi
sia alla torretta superiore che inferiore.



MASSIMA PRODUTTIVITA'

Il pannello di controllo HMI incorpora la
tecnologia multiasse del gruppo di controllo,
permettendo lavorazioni simultanee.

EFFICIENTAMENTO TEMPI

Il motore integrato in ciascun mandrino
permette di ottenere tempi di accelerazione
e decelerazione piu brevi




Specifiche macchina:

Iltem

Machining capacity
Maximum machining length
Bar capacity, round

Slide stroke
Turret slide HD1

Turret slide HD2

Spindle No.2

Spindles
Number of spindles
Spindle speed
Inner diameter of draw tube
Collet chuck model
Power chuck model

Cutting capability

Spindle indexing
Minimum spindle indexing command
Turret
Number of tool stands
Number of tool stations
Distance across flat
Maximum index clearance
Tool shank size
1.D tool hole size
Revolving tool
Number of rev.tool installed
Rev.tool drive type
Rev.tool speed
Cutting capability

Rapid traverse rate
Rapid traverse rate

Motor for slide

Motor for spindle
Motor for rev.tool
Motor for coolant pump

SP1

SP2

X1

Z1

Y1

X2

Z2

Y2

X3

Z3

SP1,SP2

SP1,SP2

SP1,SP2

SP1

SP2

SP1 Dl
Tap

SP2 Dl
Tap

SP1,SP2

HD 1, HD 2

HD 1, HD 2

HD 1, HD 2
Drill
Tap

X1,X2,X3

21,22

Y1,Y2

73

X1,X2,X3

21,22,23

Y1,Y2

SP1,SP2

HD 1, HD 2

Motor for medium-pressure coolant (1 MPa) (option)

Motor for medium-pressure coolant (2 MPa) (option)

Power supply
Voltage
Capacity
Air supply
Fuse
Tank capacity
Hydraulic oil capacity
Lubricating oil capacity
Coolant tank capacity
Machine dimensions
Machine height
Floor space
Machine weight

ANX-428YY

130 mm
42 mm Dia.
42 mm Dia.

140 mm

315 mm

70 (£35) mm
140 mm
430 mm

70 (£35) mm
240 (+120)
440 mm

2

6,000 min”

46 mm Dia.

DIN 173E(42 mm Dia.), HAINBUCH, H-S20
5" Power chuck

20 mm Dia.

M12 x 1.75

20 mm Dia.

M12 x 1.75

0.001°

2

12 St.

300 mm
505 mm Dia.
20 mm Sq.
25 mm Dia.

Max.12/12

Single clutch drive
6000 min™

Max. 12 mm Dia.
Max. M8 x 1.25

24 m/ min.

24 m/ min.

18 m/ min.

30 m/ min.

1.8 kw

1.2 kw

1.2 kw

11/7.5 kw (10 min./ cont.)
2.2 kw

0.18x2

0.75/ 1.1 kw (50/ 60 Hz)
1.5

AC 200/220 +5 % - 10 % 50/ 60 Hz+1 %
34 KVA

0.5 Mpa

125 A

18L
2L
280 L

1,900 mm
2,650 x 1,630 mm
6,200 kg

CITIZEN

CITIZEN MACCHINE ITALIA s.r.l.

societa del Gruppo Machinery Co., Ltd
Sede: Via G. Marconi, 47 - 24040 Comun Nuovo (BG) ITALY

Tel. +39 035 877738 - info@citizenmacchineitalia.it - www.citizenmacchineitalia.it



