L32-XII ATC

Tornio Automatico CNC a Testa Mobile




Un design modulare progettato per le nuove esigenze produttive

ESTREMA VERSATILITA’ E FLESSIBLITA’

La L32 si rinnova con il lancio di tre nuovi modelli costruiti
secondo un moderno concetto modulare. Il range dei prodotti
va dalla macchina a 5 assi fino alla versione dotata di un gruppo
motorizzato con Asse B e Asse Y sugli utensili delle postazioni
posteriori .

Per soddisfare la richiesta del mercato di lavorazioni a lotti
variabili di diverse forme e dimensioni del pezzo. il design
modulare nel nuovo L32 consente di ottimizzare la produzione
selezionando le funzioni per ottenere la configurazione della
macchina ideale per le loro esigenze.




MASSIMA FUNZIONALITA’

La porta ribaltabile fornire I'accesso all'interno dell’area
di lavorazione attraverso un’apertura molto ampia,
consentendo quindi un accesso facile e confortevole per
I'impostazione dell’'utensile e altre regolazioni.

Compreso nell’equipaggiamento standard lo scarico dei pezzi
¢ nella parte anteriore sinistra della macchina

LFV - LOW FREQUENCY VIBRATION

La tecnologia LFV ¢ la tecnologia di lavorazione originale
di Citizen che rompe i trucioli durante il taglio eliminando
definitivamene tuti i problemi connessi alla produzione dei
trucioli stessi.




SPECIFICHE MACCHINA

Item

Max. machining diameter (D)
Max. machining length (L)
Max. front drilling diameter
Max. front tapping diameter
Spindle through-hole diameter
Main spindle speed
Max. chuck diameter of the back spindle
Max. protrusion length of the back spindle workpiece
Max. protrusion length
Max. drilling diameter for the back spindle
Max. tapping diameter for the back spindle
Back spindle speed
Gang rotary tool
Max. drilling diameter
Max. tapping diameter
Spindle speed
Back tool post rotary tool *'
Max. drilling diameter
Max. tapping diameter
Spindle speed
Front rotary tool *?
Max. drilling diameter
Max. tapping diameter
Spindle speed
Number of tools to be mounted max
Gang turning tool
Gang rotary tool
Front drilling tool
Back drilling tool
Tool size
Gang turning tool
Sleeve
Chuck and bushing
Main spindle collet chuck
Back spindle collet chuck
Rotary tool collet chuck
Chuck for drill sleeves
Guide bushing
Rapid feed rate
All axes (except Y2)
Y2 axis
Motors
Spindle drive
Gang tool post rotary tool drive
Back spindle drive
Back tool post rotary tool drive *!
Front rotary tool drive *
Coolant oil
Lubricating oil
Center height
Rated power consumption
Full-load current
Main breaker capacity
Air pressure and air flow rate for pneumatic devices
Weight
1 Type VIII, Type IX back tool post rotary tool is optional
2 Front rotry tool drive unit is optional

132
Type VIl Type IX Type X
(L32-1V8) (L32-1M9) (L32-1M10)

#32mm (238mm®)

GB:320mm/1chucking GBL:2.5D

212mm

M12

239mm

Max.8,000min™"

232mm

80mm 65mm
150mm 140mm
210mm

M10

Max.8,000min™"

210mm
M8
Max.6,000min" (Rating-4,500min~")

28mm
M6
Max.6,000min~" (Rating:3,000min~")

p8mm

M6

Max.6,000min~" (Rating:3,000min—")

19~30 26~-36 24~44
6 6 6

4~B 7~11 5~13
4~9 4~14 4~16
5~11 9~15 9~20

[116x130mm
225.4mm

FC081-M (FC251-M:238 spec.)
FC081-M (FC251-M:038 spec.)
ER11, ER16
ER11, ER16
FG531-M (FG581-M:38 spec.)

32m/min
— | 24m/min

37/75kW
1.0kW

22/37kW

1.0kW

1.0kW

0.4kW

0.003kW

1,050mm

13.2KVA

36A

60A

0.5MPa, 64.2NL

2,850kg | 2,900kg

Standard accessories

Main spindle chucking unit

Back spindle chucking unit

Gang rotary tool driving unit

Coolant unit (with level detector)
Lubricating oil supply unit (with level detector)
Machine relocation detector

Door lock

Cut-off tool breakage detector
Workpiece separator

Lighting

Rotary guide bushing drive unit
Main spindle coolant unit

Back tool post rotary unit e *X!

Special accessories

Rotary guide bushing unit

Knock-out jig for through-hole workpiece
Chip conveyor

Medium-pressure caolant unit
Coolant flow rate detector

Back rotary tool unit “weVitX
Signal lamp

3-color signal tower

Front rotary tool unit

Standard NC functions

CINCOM SYSTEM M70LPC-VU (Mitsubishi)
8.4 inch color LCD

USB slot

Program storage capacity : 40m (approx. 16KB)
Tool offset pairs : 40

Product counter indication (up to 8 digits)
Operating time display function
Machine operation information display
B axis control function e **!

Back spindle chasing function

Synch tapping phasing function
Interference check function

Spindle speed change detector
Constant surface speed control function
Automatic power-off function

Main spindle indexing at 1° intervals
On-machine program check function
Nose radius compensation

Eco indication

Special NC functions

Variable lead thread cutting

Arc threading function

Chamfering, corner R

Geometric function

Multiple repetitive cycle for turning
Spindle synchronized function
Spindle C-axis function

Milling interpolation

Back spindle 1°indexing function
Back spindle C-axis function
Canned cycle drilling

Rigid tapping function

High speed Rigid tapping function
Differential speed rotary tool function
Optional block skip (9 sets)

L32 Standard machine

Tool offset pairs : 80

Back machining program skip function
Tool life management |

Tool life management Il

Program storage capacity 600m (approx. 240KB)
External memory program driving
Submicron commands

User macros

Helical interpolation function

Slant helical interpolation function
Hob function

Polygon function

Inch command

Sub inch command

Network /0 function
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CITIZEN

CITIZEN MACCHINE ITALIA s.r.l.

societa del Gruppo Machinery Co., Ltd
Sede: Via G. Marconi, 47 - 24040 Comun Nuovo (BG) ITALY
Tel. +39 035 877738 - info@citizenmacchineitalia.it - www.citizenmacchineitalia.it




