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La rivoluzione per i flussi di lavoro modulari :
il rendimento di una linea di produzione in una sola macchina

MODELLO FLUSSO STANDARD

I >2>3>4

MODELLO FLUSSO MISTO

I >2-3>4

MODELLO FLUSSO MISTO

| >2>4>3

PRODUZIONE A FLUSSO MISTO

Il concetto di macchina a due mandrini viene
sostituito con un sistema innovativo a 4 teste
in cui la produzione a flusso misto consente

lo scorrimento di ciascun particolare

attraverso percorsi diversi.




Workpiece loading/
unloading point

FLESSIBILITA’ UGUALE PRODUTTIVITA’

Vengono eliminate problematiche come ripassi
e sbavature.ll metodo di produzione multi-asse
riduce i processi di lavorazione oltre che i

tempi di produzione

TECNOLOGIA LFV Low Frequency Vibration

La tecnologia LFV consente il massimo controllo
del truciolo e rende possibile lavorazioni anche
di materiali malleabili

Combines four

traditional
line units
unit

| production
into a single

Standard loader
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Iltem
Chuck size
Max. through spindle workpiece diameter
Max. workpiece length
Max. drilling diameter with the spindle
Max. tapping diameter with the spindle (Cutting tap)
Main spindle speed
Gang rotary tools
Max. drilling diameter
Max. tapping diameter (Cutting tap)
Main spindle speed
Number of tools to be mounted (standard machining specification)
Turning tools

Cross drilling tools

Number of tools to be mounted (turning / cross machining / end-face machini ifi

Turning tools
Cross drilling tools
End-face drilling tools
Number of tools to be mounted (full tooling capability)
End-face sleeve
Cross drilling tools
End-face drilling tools
Tool size
Tool (gang tool post)
Sleeve
Rapid feed rate
X axis
Y axis
Z axis
Aaxis
Motors
For spindle (built-in motor)
For rotary tools on gang tool post
For coolant oil
For medium-pressure coolant
Loader axis motor
Center height
Rated power consumption
Full-load current
Main breaker capacity
Pneumatic unit / Required pressure
Required flowrate
Machine size
Weight

Specifiche macchina:

MC20 IV (MC20-3M4)

4-inch chuck

20 mm dia.

70 mm

7 mm dia.

M6

Max. 8,000 min” (differs depending on the chuck type)

5 mm dia.
M5
Max.8,000 min™
per module: 5
2

8]

per module: 6
2

2

2

per module: 9
4

1

4

013 mm
19.05 mm dia., 20 mm dia.

32m/ min
32 m/ min
32 m/ min
40 m/ min

2.2/3.7 kW

0.75 kW

0.18 kW x 2, 0.25kW x 2
0.75 kW x 3

0.2 kW x 2

1,060 mm

22 kVA

88A

125A

0.5 MPa

310 NI/min

W 3,510 x D 2,110 x H 2,000 mm
5,000 kg

CITIZEN

CITIZEN MACCHINE ITALIA s.r.l.
societa del Gruppo Machinery Co., Ltd

Main standard accessories

Main spindle chucking unit, Spindle cooling unit, Emergency stop box
Machine relocation detector, Gang rotary tool driving unit
Workpiece loading unit set (for Module 1 and Module 4)

Door lock

Special accessories

Work pusher, Pneumatic unit for checking spindle seating
Workpiece loading unit set (for Module 2 and Module 3)
Pneumatic unit for chuck air blow

Pneumatic unit for spindle rear air blow

Pneumatic unit for workpiece hand air blow

Pneumatic unit for tool air blow, Coolant unit (scraping type)
Coolant flow rate detector, Medium-pressure coolant unit
Foot switch, Tablet, 3-color signal tower

Automatic fire extinguishing unit, Fire damper

Material feeder interface (with cut-off check function), LFV

Standard NC functions

Preparing operation functions, Background edit function
On-machine program check function, High-speed program check function
Axis feed overlap function, Spindle speed change detector
Chamfering/Corner R, Nose radius compensation, Circular interpolation
Canned cycle for threading, Canned cycle for composite turning
Product counter indication (8 digits), Obstruction check function
Program storage capacity: 160m (Approx. 64KB)

15-inch touch panel

Automatic power-off function

Input/output I/F (RS232C, CompactFlash, USB)

Special NC functions

Program storage capacity: 1200 m (Approx. 480KB)
User macros, Submicron commands

Synchronized tapping function, Canned cycle for drilling
Constant peripheral speed control function, Differential

speed rotary tool function

Tool life management |, Tool life management II, Milling
interpolation function

External memory program driving, Polygon function

Hob function, Helical interpolation function, Inclined helical
interpolation function

Geometric command function, Variable lead threading
Arc threading, 2-System simultaneous threading |l!
Coordinate rotation command function, User macro G-code call

High-speed synchronized tapping function, Optional block skip (9 sets)

Sede: Via G. Marconi, 47 « 24040 Comun Nuovo (BG) ITALY
Tel. +39 035 877738 - info@citizenmacchineitalia.it - www.citizenmacchineitalia.it



