Tornio Automatico CNC a Testa Fissa




Nuove possibilita nella tecnologia di lavorazione grazie alla tecnologia LFV

T

TECNOLOGIA LFV (LOW FREQUENCY VIBRATION)

La VCO03 ¢ la prima macchina Citizen dotata di LFV, che apre
nuove possibilita nella tecnologia di lavorazione.

Il suo design compatto e poco ingombrante accorcia le linee di
produzione, mentre una configurazione della macchina ripresa
dalla serie GN, offre una precisione incredibile.

Il taglio con tecnologia LFV puo gestire una varieta di tipi di
lavorazione oltre alla lavorazione lineare sulle facce, compresi
coni, archi e forature.




ECCEZIONALE PRECISIONE

Il concetto di base nella progettazione della macchina ¢
prevenire lo spostamento termico nel tempo e il calore
della lavorazione venga trasferito al corpo della macchina.
Questo ¢ ottenuto con un telaio con un design termicamente
simmetrico, supportato dal serbatoio del refrigerante installato
separatamente.

Il motore incorporato con una funzione di raffreddamento
forzato da una rotazione con basse vibrazioni grazie
allazionamento senza cinghia, assicurando uneccezionale
precisione di forma.

VASTA GAMMA ESIGENZE DI AUTOMAZIONE

Lincorporazione di un caricatore a portale ad alta velocita
con un tempo di servizio di 3,5 secondi e dispositivi periferici
come come uno stocker IN/OUT permette di soddisfare
un’intera gamma di esigenze di automazione.




SPECIFICHE MACCHINA

vco3 NC Specification
Machining capacity MITSUBISHI M70V
Max. Work diameter Pull type collet chuck 40 mm dia. Controlled axis X, Z
Fixed type collet chuck 35 mm dia. Min. input increment 0.0001 mm, 0.00001 inch, 0.0001 deg
Fine precision air chuck 45 mm dia. Min. output increment Xaxis: 0.00005 mm (Radius value) Z axis: 0.0001 mm
Power chuck 45 mm dia. Interpolation GO1, G02, GO3
Diaphragm chuck 45 mm dia. Threading G32, G76, G92
Max. Machining length 50 mm Rapid feed override 0-100%
Max. work length with loader 40 mm Cutting feed override 0-200%
Spindle Parts program storage capacity 16 Kbyte (40 m)
Number of spindles 1 No of registered programs 64
Spindle nose Special flat Spindle function Spindle speed S4-digits, directly specified (G97),
Through hole diameter 17 mm dia. Constant Cutting speed control (G96)
Inner diameter of draw tube 11 mm dia. Tool function T AABB(AA=Tool number & geometry,
Spindle speed range 8,000 min! BB=Wear offset number)
Slide Tool compensation 40pieces
Number of Tool Platens 1 Data input/output RS-232C, Memory card interface
Type Horizontal linear tool platen Others 8.4" color LCD,Chamferring/Corner R, Driling canned cycle,
Control axis 2-Axis (Simultaneously X, Z) Custom macro, Multiple repetitive canned cycle,
Slide travel X-axis 180 mm Spindle orientation, Tool nose R compensation(G40, G41, G42),
Z-axis 200 mm Operating time/Parts No. display.
Rapid feed rate X-axis 20 m/min Options Cs outline control.
Z-axis 30 m/min
Tools
Shank size of square turning tool 10, 12, (16) mm sq.
Number of tools Standard 5
Diameter of drill shank 20mm dia.
Motor
Spindle drive 15 min./ Cont. 3.7/2.2kw
Coolant pump 0.18kw
Coolant
Tank type Separate type
Tank capacity 9oL
Spindle Cooling device
Tank capacity Qil Viscosity VG10 7L
Air supply
Air pressure supply 0.5 Mpa (5 kgf/ cm?)
Lubricating system
Tank capacity Qil Viscosity VG32 L
Equipment power supply
Capacity 11 KVA
Machine dimensions
Spindle center height 875 mm
Machine hight 1,706 mm
Floor space Width 700 mm
Depth 1,683
Machine weight 1,500 kg
Others

Spalsh guard interlock
Optional accessories
Gantry loader, Chuck Systems, Air Blow, High pressure coolant No.1,
High pressure & inner coolant, Spindle inner coolant, Automatic fire-extinguisher,
Automatic power off, Chip conveyor, Chip box, Coolant mist collector,
Coolant mist collector duct, Damper & duct, warning light, Specification color, etc.

Loader specifications (Optional)
Type 2-Axis NC

1 saddle 2 hands
Conveyance capability

Max. work piece size 40x40 mm dia.
Max. weight capacity 2509
Feed rate Right and left operation 108 m/ min
Upper and lower sides 90 m/ min
Control
Control system PMC axis control
Control soft Flexible loader control
Drive system Right and left operation Rack & pinion
Upper and lower sides Rack & pinion
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